) ATRIOT

CATALOG




2

ATRIOT

GAMING & ELECTRONICS

Patriot Gaming & Electronics, Inc. is focused on providing the
gaming industry with a wide variety of products, alternatives,
low cost solutions, and unprecedented service.

We have provided gaming equipment and electronics supplies
to OEM’s, casinos and customers across the globe. Our Las Vegas,
Midwest, and Atlantic City area offices serve all major

North American gaming markets. We also have dedicated
service to Canada, the Caribbean, Central and South America.

Our expanded inventory has over 15,000 different new and

used slot parts and gaming devices to choose from, including
OEM parts for Scientific Gaming, IGT, Aristocrat, Atronic, Konami,
Aruze and more.

A MESSAGE FROM THE PRESIDENT

At Patriot we are known for the products and
company that we keep.

We appreciate your continued support and
business. After all, our best ideas are derived
from a very knowledgeable resource, you
the customer.

If you have any additional ideas or ways to better
serve you, please do not hesitate to contact us.

Thank you,

Mark E. Komorowski
President



Buttons & Switches....pg 4-12 /14

080-88-P-9604661W301-PLAY
RECT WHITE with 12VT10 1 Chip White LED Lamp/250switch

080-88-P-9604661W301-TICKET
RECT WHITE with 12V T10 1 Chip White LED Lamp/250switch

080-88-P-960468301-PLAY
RECT WHITE with Lamp/250switch

080-88-P-960468301-ticket
RECT WHITE with Lamp/250switch

080-DB5G-B1AA
Cherry DB5 Style Sub-Miniature Switch for IGT VLT Buttons,
1 amp, 125/250V AC

080-E79-30A
SWITCH, CHERRY, DOUBLE POLE, SNAP MOUNT,
MOMENTARY ACTION, CHEAT INTERLOCK

080-E79-40A
Interlock Switch, Short Button, Momentary Panel Mount,
DPDT, 47-9080-01

080-SS-5GL2T
SS5GL2T VALIDATOR DOOR SWITCH WITH ROLLER
Pt# 821-0312 (SW873-ND)

Tower lights ........pg 12
Train lights ........pg 13
Switches ...............pg 14

Power Pod Kits .........pg 15
Bill Validators.........pg 16-19

000-808-001035R
UBA ICB Ready 500 Note Cash Box

000-808-001036R
UBA PLASTIC 500 Note CASH BOX 6/box

000-80i-000019R
iVizion, Generic Software, ID-003,w/Std Cashbox, w/harness USB

000-821-100002R
UBA 10 Full Assy w/500 Note CB, SS, VER ID003

000-8i8-000005R
JCM iVizion 500 note Cash Box, ICB standard EPD# 148071

000-1VIZION-COMPLETE-R
Refurbished JCM iVizion Complete

000-UBA-10-R
UBA 10 Complete, refurb

Coin Entry & Coin Doors......pg 19-20

Large Door
Multiple versions shown under heading

Small Door
Multiple versions shown under heading

Over and Under Door
Multiple versions shown under heading

Harness ..pg 21

Custom to fit your needs

Patriot Pixel Monitors....pg 22-30

See Special Section
Monitor sizes 19" - 22" - 24" - 27" - 32" - 43"
HD LED - No Bezel, Std Flange + NEW Aura PCAP

Sunkist Graphics....pg 31
Printers .........pg 32-34

030-MOD950-RS232-R
MOD 950, REFURBISHED PRINTER, R5232

031-Ticket-Paper-Generic
Slot Machine Thermal Tickets, Generic No Disclaimer 200 Tick Pr Pk

035-220-00086-300
Futurelogic, GEN2 RS232 USB

035-220-00086-500
FL Gen5 RS232 (PSA-66-ST5RU_RS232_UNIV, GEN5)

036-TGO2H

Custom America TGO2H Printer, USB RS232 OUT PAPER BLACK CN,
standard with black bezel

Paper .....pg 35
Power Supplies .........pg 36-37

071-200W-RES
200W POWER SUPPLY WITH RESISTOR, W/SJT POWER CORD

071-400W
Switching Power Supply, Model LT-400W

Seating ........pg 38-40
LED .........pg 41

061-55-53-24-18-45-W-B
LED Strip 5630, 24V, 18", 45 Led's, White, Comes with a Type
"B" end cap

Meters .........pg 41

046-01-C-712M+D+B+C
7 digit coin meter, back of panel mounting, with diode and bracket

046-01-C-712M+D+B+C+E
7 digit coin meter - WIRES REVERSED; back of panel mounting

Speaker .........pg 41

085-41-SPEAKER-4
Speaker, 4" 5W 8 Ohm

Power back-up ...............pg 41
Locks & Connectors ...42



080-88-P-9604661W301-PLAY

RECT WHITE with 12V T10 1 Chip White LED Lamp/250switch

080-88-P-9604661W301-TICKET

® Insert the lampholder into the button bezel, make sure

the tab on the bezel aim at the notch on the lampholder.

e Twist the lampholder until it locks.
e To avoid the jamming problem of assembling, please

RECT WHITE with 12V T10 1 Chip White LED Lamp/250switch

080-88-P-960468301-PLAY
RECT WHITE with Lamp/250switch

080-88-P-960468301-ticket
RECT WHITE with Lamp/250switch

don't push the button while twist the lampholder

Rectangle
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40.6

MAX.20.1
MOUNTING
PANEL
THICKNESS
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Halo Series

080-88-P-991366110B6-ML

Small Square

080-88-P-991266110B6-ML
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Large Round

080-88-P-991466110B6-ML

0S

OEMEFTEE buttons

blank legend , transparent bezel , T8 12V 1 chip white LED , 110SW

Large Round

080-88-P-991566110B6-ML

l~——31.51

|=——27.15

’»22.94
‘ 13.2

N

l—1-gz —~|
€€

——=

=
e~
& |

Large Square

080-88-P-991666110B6-ML
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Mini Rectangle

080-88-P-996366110B6-ML
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Small Rectangle

080-88-P-996466110B6-ML
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Small Square

080-88-P-992266110B6-ML
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Medium Round

080-88-P-992366110B6-ML
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Rectangle

080-88-P-992466110B6-ML
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OEMEFTEE buttons

blank legend , transparent bezel , T8 12V 1 chip white LED , 110SW

Large Square

080-88-P-992666110B6-ML
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3920 Series

Small Square

Small Round

080-88-P-9201661W201

2.88
(73MM)

2.29
= (58MM)

1.2
(28.5MM) DIA

PANEL MOUNTING ‘

080-88-P-9202661W201

2.88
(73MM)

2.29
= (58MM)

1.34

(33MM)

-— 116 —»
SQ (29.5MM)
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—| 24
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PANEL MOUNTING

080-88-P-9205663W201

2.88
(73MM)

2.29
= (58MM)

21

@.am

4
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PANEL MOUNTING

long neck, blank legend , black bezel , T10 12V 3 chips white LED , 187 SW

Large Round

Large Square

080-88-P-920663W201
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(73MM)
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= (58MM)

— 1.7

5 —
(44.5MM) SQ

PANEL MOUNTING

Medium Round-FLAT

080-88-P-9203661W201

Medium Round-DOME

080-88-P-9203D663W201

Large Round-DOME

080-88-P-9205D663W202

080-88-P-9208663W201
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PANEL MOUNTING l

080-88-P-9209D663W202

Jumbo Round-DOME




8921 se rles short neck, blank legend , black bezel , T8 12V 3 chips white LED , 110SW
Small Round Small Square Large Square

080-88-P-9211661W103 080-88-P-9212661W103 080-88-P-9216663W103

/
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395 0 se rl es mini - short neck, blank legend , black bezel , T8 12V white LED, 110SW

080-88-P-9501661W103 080-88-P-9502661W103
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3931 35eries

8.71

Small Square

080-88-P-9512661W103
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PANEL MOUNTING

OEMEFTEE buttons

short neck, blank legend , black bezel , T8 12V white LED, 110 SW

Large Square

080-88-P-9516663W103
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UFO Series

round dome, black bezel , T10 12V 3 chips white LED, 187 SW

080-UFO-M04-9203D663W202

Large Round

Jumbo Round

080-UFO-M04-9205D663W202

~— 63.00mm
52.00mm
1640mm T."/ |
13.90mm [/ W \
63 50mm E
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080-UFO-M04-9209D663W202




MIN. 1.0
MAX.20.1
MOUNTING
PANEL
THICKNESS
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Small Square

080-88-P-9602661W201
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OEMEFTEE buttons

S960 Series

080-88-P-9601661W201

MAX.20.1
MOUNTING
PANEL

THICKNESS

long neck, blank legend , black bezel , T10 12V 3 chips white LED , 187 SW

Medium Round

080-88-P-9603663W201

10

Large Round

080-88-P-9605663W201
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MAX.20.1
MOUNTING
PANEL
THICKNESS

Large Square

080-88-P-9606663W201

MAX.20.1
MOUNTING
PANEL
THICKNESS




OEMEIT™EE huttons
$971Series

snap-in version, blank legend, black bezel , T8 12V white LED, 110SW

Small Round

080-88-P-971166W106

Small Square

080-88-P-971266W106

Medium Round
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060-NRGH-101-R

060-NRGH-102-RB
L ]

OEMEF M tower lights

060-NRGH-102-RYG
'

sk

060-DGH-102-RW

i

060-DGH-103-BWR

060-DGH-101-R

060-SGH-101-R

!

060-SGH-102-RW

-

™

060-SGH-103-RYG

060-JGH-101-R

3

060

-JGH-102-RW

HLIF!

060-JGH-103-RBW

uf-' H!' ﬂ-' .

Item No.
e S G H 1 0 2 RY
& E?nrgfn Lamp Base Color Plated | Lamp Voltage Tier COI% (tlc))l;t)tom
MS G | Normal | H | Standard| 1 | Chromed | 0 | 12V(3W) | 1 1 Tier R
R R E LED L Short 2 | Golden | 2 | 24V(BW) | 2 | 2Tiers Y
S 3 | Specific | 3 [14V(#161)] 3 | 3 Tiers G
I T 4 | 6V(3W) Blue
J h NR w
h I 78mm D
JsS
SGH By Name Material Flame Clas UL File No.
Fram Acryrex CM-205 UL94-HB E56070
55 8 Linig Acetal Copolymer(POM) DE-460 NC
e =— Top ABS A727 UL94-HB E56070
o ol2 Center ABS PA727 UL94-HB E56070
e < Buttom ABS PA727 UL94-HB E56070
o ?—m " Lamp Holder Acetal Copolymer(POM) DE-460 NC
37 ¥ N Plug Nylon 66 UL94-V0
J l l J l Cable Nylon
12 -1 - - Underlayer Rubber




OEMEM T train lights

RSG Horizontal Train Light

i 060-RSG102-BW 060-RDG102-RW

Elongatable Train Light

060-ESG101-Y 060-ESG102-WB 060-ESG104-RGYB

Elongatable Train Light

i

060-EDG101-Y 060-EDG103-YRG 060-EDG105-GRBYW
ltem E S G 1 0 2 RYG
No.
%Ilgrégatable E;attn;?n Lamp Surface Lamp Voltage Tier COI?irgﬂ?)ﬂ 2
S G Wedge 1 | Chromed | 0 | 12V(3W) | 1 Tier R
D E LED 2 | Golden |2 [24V(BW) |2 | Tiers | Y
PLED 6 chips PC Board 3 | Specific | 3 |14V(#161) 3 | Tiers | G
4 | 6V(BW) | 4 | Tiers | Blue
5| Tiers | W
C | Chromed
GO | Golden
Name Material Flame Clas UL File No.
Frame Acryrex CM-205 UL94-HB E56070
Lining Acetal Copolymer(POM) DE-460 NC
. Top ABS A727 UL94-HB E56070
Standard Housing Center ABS PA727 UL94-HB E56070
(Specific Plug is Buttom ABS PA727 UL94-HB E56070
Acceptable) Lamp Holder Acetal Copolymer(POM) DE-460 NC
Plug Nylon 66 UL94-V0
Cable Nylon
Underlayer Rubber

13



e High-precision switch with

e Rated for currents up to

high repeat accuracy

Silver-alloy

10 amp at 250VAC

e Range of auxiliary actuators

available (can also be retrofitted);
two mounting positions

e Variety of contact materials available

to suit your application

PBT cover

gold crosspoint
contacts

080-DB5G-B1AA
Cherry DB5 Style Sub-Miniature Switch for IGT VLT Buttons,
1 amp, 125/250V AC

POM
actuating button

Stainless steel
spring

PET base

Silver-plated
copper-zinc
terminals

NO terminal
Common terminal

e Snap-in panel mounting

e Long-life coil spring,

® Agency approved extended-life

e Choice of Momentary, Push-Pull (reset)

and Cheat Interlock switches

snap-action mechanism

versions available

® VDE approval available on

select models (F Series)

e Various terminal forms available
(consult factory)

Thermoplastic
actuating button

Stainless
steel spring

Silver alloy,
silver-cadmium
oxide or gold
crosspoint contacts

Common terminal

NC terminal ~ NO terminal

Looking for something different?

080-E79-30A
SWITCH, CHERRY, DOUBLE POLE, SNAP MOUNT,
MOMENTARY ACTION, CHEAT INTERLOCK

Ask your Sales Representative
for additional items '

T
080-E79-40A
Interlock Switch, Short Button, Momentary Panel Mount,

DPDT, 47-9080-01

Thermoplastic case

Copper alloy blades

| Bl
e
Common terminal = -
\ e
Brass terminals "

NO terminal

NC terminal

14

e A variety of models are available, with operating

force ranging from low to high.

® Two split springs ensure a high stability and
durability of 30,000,000 operations.

080-SS-5GL2T
SS5GL2T VALIDATOR DOOR SWITCH WITH ROLLER
Pt# 821-0312 (SW873-ND)

l—14.5—] é 2
P 4.8x3.2 dia.
t=0.3*1
FP
s
: oP
235995 [ O} F !
i 9.5 10|-2
- 3 i
29 11 i 0 R o4
b tali 1
. 2. +0.075 A . hol
2.5:007 dia: 35505 dia. holes 3-1.6 dia. holes
16 05
s |7
51" 9.5:0.1
19.8

*1. Stainless-steel lever
*2. Polyacetal resin roller




OEME T nower pod kits
EDATRIOT, (i)m USB Power Pad Kit

P”WE” P”” * 2 port USB Connections
* Socket (1)
* Standard Nut (1)
* USB Cover (1)
* One Hole Pod

Looking for something different?

Ask your Sales Representative
for additional items

T

he 070-410-USB-Cah-Kit

;’A" R I o (' Cahinet Power Insert Kit
Cabinet Power Insert KIT « 2 port USB Connections

* Socket (1)

* Standard Nut (1)

* USB Cover (1)

The
;’A" RI o ( Wireless Charger Kit
Wireless Charger KiT A. 070-88-PS-12v-2A

;  AC-DC Adapter

B. 070-88-0J-I1SW-B

* Wireless Charger

19



ill validators
IVIZION QJcm

G L OB AL

000-80i-000019R
iVizion, Generic Software, ID-003,w/Std Cashbox, w/harness USB

000-1VIZION-COMPLETE-R 000-8i8-000005R

Refurbished JCM iVizion Complete JCM iVizion 500 note Cash Box,
f : ICB standard EPD# 148071

All dimensions shown in mm

DBV 400

000-829-000048R
DBV-400-SU/SD-S001001-USA-044, 300 note cash box

High-Speed Processing
- Validation processing speed by precision high speed performance
Validation sensors is less than 2 seconds, with a banknote to banknote

processing speed less than 1.7 seconds

Sleep Mode

+ Provides minimal power consumption in idle status we Are Tlle
High Impact Cassettes = JCM DISTRIBUTOR
« Available in 300/ 500 / 1000 Banknote capacities * AUTHORIZED «

BLUEWAVE 2.0

Ride the wave of high speed data transfer with the BlueWave 2.0

This amazing handheld tool is the perfect easy way to load and

upgrade your validator firmwareright at the machine

16

000-550-100839R



000-833-000043R
UBA Pro (New)

- UBA PRO, UBA-510-S5/SU-500-10- 820R1-USA-03-001

« SS unit, 500 note cashbox [[]3
« Blue Bezel 900-101010RA ,RS232, ID 003,
- Open Ended Harness 282644

+ High impact plastic
- Dust and Liquid Resistant Design

000-821-100434R
IPRO-100-SH2-RC-400-00 111R12277010-USA-03 (New)

+JCMIPRO-RC

400 Note Cash Box

« Up tO 100 Notes Each

- Easy maintenance, superior serviceability on site

« Future Proof, STATE-OF-THE-ART Sensor Package

- Best counterfeit protection & first time acceptance

- Dust and Liquid Resistant Design

Call toll free 1.866.367.3666
for ALL of your JCM needs

We Are The

JCM DISTRIBUTOR
« AUTHORIZED

Secure. Productive. Recycling.




000-808-001035R
UBA ICB Ready 500 Note Cash Box - New

+ High impact plastic
« Alignment and gear mechanism protection
» Last bill in viewing window

- Compatible with WBA and UBA bill validator units

000-808-001036R
UBA PLASTIC 500 Note CASH BOX 6/box - New

[\

|| . g
/J' = g
P ) B
o —

~

:
D) ¢ [
o o

000-821-100002R
UBA 10 Full Assy w/500 Note CB, SS, VER ID003
New

000-UBA-10-R
UBA 10 Complete, Refurbished
Used

A Acceptor Unit | Front Bezel Connector

B Upper Guide Access Lever (Connects to the Faceplate Assembly)
C Front Access Door J Interface Connector
E é\gc?tlorgmth RBe\ease Lever (Connects to the Host Machine)
yle Cash Box )
F USB Type B Male Receptacle for software E a%?:!ggk;%%d: Release Port (on both sides)
downloading and adjustments M Key Spacer (2 each)
G DIP Switch Block (See Table 2-1on page 2-2 of N Plate Locking Key (2 each)
Section 2 to properly set these Switches) O Key Hole Cagp
H Diagnostic LEDs (Green & Red) See Table A-13

and Table A-15 in Section Afor the proper
Diagnostic Codes)

005-Cash Flow-6607-R
Re-Mfg MEI Cashflow

Complete Generic

0005-Cash Flow-6607SCN-RCT
Re-Mfg MEI Cashflow Advanced

Complete Generic

18



bill validators
TEP

U72 Series is a bill acceptor which
features not only high-security module
with bill box but also outstanding
recognition and acceptance rate up to
96% or even greater

008-U72-P5
Top U72 Series Bill Validators

Acceptance 95% or Greater

Bill Accepted Width Diameter: 62-72 mm

Interface Pulse / MDB / RS232

Installation Site Indoor

Bill Insertion Four Way Acceptance

Bill Capacity 300 or 500 bills

Weight 1.5kg

Power Source 12/24/34VDC

Power Consumption Standby Consumption: 0.13A, 1.6W

Operation Consumption: 1A, 12W U72-P5
Operation Temperature Operation Temperature: 10°C - 60°C

Storage Temperature: -10°C - 80°C

Humidity: 20%-70% RH (no condensation)

OEM coin entry

045-88-C-672B-70 045-88-C-672B-LED-70 045-88-C-E/4 045-88-C-674D-LED
Coin Entry B Coin Entry B with LED Coin Entry E Coin Entry D with LED

045-88-C-673C 045-88-C-674D 045-88-C-F 045-88-C-CRADLE-H
Coin Entry C Coin Entry D Coin Entry F Coin Set Without Coin Selector,
Left-Cradle, Right-Cradle Holder

19



Double door available in the basic black version or alternatively steel colour. « Metal casing for cash-box [AM-1301]
It is possible to pre-arrange the door with the holes required in the different
options or equip it with supports, coin mechs or electronic coin selectors

and their accessories. It can house one or more K-type or S-type coin selectors - F48 coin mech
and its respective coin entry or V-type on the Spanish NU-type support.

Available the metal casing for cash-box mounted behind the lower door to
hold the coin-box. « Front coin slots Kor S

Large Door

« Electronic coin selector SV, AL66 FG, AL66, AL55

« Upright coin mech

041-SP-G0O01-LG ——— i

Large blank door only and lock .ll || %:ﬁ
J’F‘é

041-SP-G171-LG 2 e S

Large door with 2 coinmech supports, no coinmechs * ) D

041-K-S1N-A000nn-LG L H N

Large door with 2 coinmechs supports and - o -p o

2 coinmechs

@ Pannelo di montaggo !

041-SP-P001-SM
Small blank door and lock

2190
1870

TR

oo (=

041-SP-P171SM
Small door with 2 coinmech supports, no coinmechs

2720
° 230

041-K-STN-A000nn-SM
Small door with 2 coinmechs supports and
2 coinmechs

041-SP-P001-OU

2190

190,0

Over-Under blank door only and lock Sp
e

041-5P-P171-0U = |

Over-Under door with 2 coinmech supports, no coinmechs s

041-K-STN-A000nn-OU
Over-Under door with 2 coinmechs supports and
2 coinmechs

5220
496 0

155

041-K-S3N-A000nn-OU
Over-Under door with 2 coinmechs supports,
2 coinmechs and large cashbox

20



Patriot Custom Harnessing

Completely Custom to fit your needs

000-400-100027R

HARNESS EXTENSION WBA/UBA JCM STANDARD,
12/13/22/23 EPD# 062897

080-39-US04-08
HARNESS SET 8-LINE LONG

000-400-100205R
JCM INTERNAL HARN, UBA TO ARISTOCRAT

080-39-US04-07

Harness Set 8-Line Short

106-H-13

Mars Serial Bill Acceptor harness

Looking for something different?
Ask your Sales Representative
about custom harness assembly



OENE Tl natrlotplx

Specifications:

LED LCD Screen

Screen diagonal dimensions : 19”
Aspect Ratio:4 by 3

Active area: 14.8"x 11.85” (376mm x 30Tmm)
Pixel size (Hx V) :0.294mm x 0.294mm
Pixels (Hx V) : 1280 by 1024

Optical response time : 5 miliseconds
Contrast ratio : 1000 : 1 typical

Number of colors 16.7 million

Power consumption : less than 35 watts
Overall dimension :22.9"x 18.3"x 1.9”
Weight : 12.1 Ibs (5.5 kg)

Signal Input:
Video input options : VGA, CGA, HDMI

Our 19” monitors are designed to mount
into a sit down or stand up unit.

They are available with or without a bezel
depending upon your required application.

!/h()

Touch Screen:

Touch screen accuracy : less than 3mm
Touch screen life : at least 100 million inputs

Power:
Power supply input : A/C 110-240 at 50-60 HZ
Power supply output:D/C 12V /4A

Packing List:

19"Touch screen LED LCD display

RS 232 touch screen cable

Power transformer

Power cable

VGA to CGA adapter board ( optional )
VGA video cable
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Specifications:

LED LCD Screen

Screen diagonal dimensions : 22"
Aspect Ratio: 16 by 9

Active area:18.6"x 11.7"(473mm x 296mm)
Pixel size (Hx V) :0.282mm x 0.282mm
Pixels (Hx V) : 1680 by 1050

Optical response time : 5 miliseconds
Contrast ratio : 50000 : 1 typical
Number of colors 16.7 million

Power consumption : less than 35 watts
Overall dimension :22.9"x 19"x 2.1"
Weight: 16.5 lbs (7.5 kg)

Signal Input:
Video input options : VGA, CGA, HDMI

Our 22" monitors are designed for the gaming industry to ensure
universal mounting in gaming machines. Ideal for shop owners
that want their customers to experience the most excitment possible.

Touch Screen:
Touch screen accuracy : less than 3mm
Touch screen life : at least 100 million inputs

Power:
Power supply input : A/C 110-240 at 50-60 HZ
Power supply output: D/C 12V /4A

Packing List:

22"Touch screen LED LCD display

RS 232 touch screen cable

Power transformer

Power cable

VGA to CGA adapter board ( optional)
VGA video cable
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Our 24" monitors are designed for the gaming
industry to ensure universal mounting in
gaming machines. Ideal for shop owners

that want their customers to experience the
most excitement possible.

Specifications: Touch Screen:
LED LCD Screen Touch screen accuracy : less than 3mm
Screen diagonal dimensions : 24” Touch screen life : at least 100 million inputs

Aspect Ratio: 16 by 9

Active area:23.5"x 13.2”(597.6mm x 336.15mm)
Pixel size (Hx V) :0.3112mm x 0.3112mm

Pixels (Hx V) : 1920 by 1080

Optical response time : 12 miliseconds

Contrast ratio : 3000 : 1 typical

Power:
Power supply input : A/C 110-240 at 50-60 HZ
Power supply output: D/C 12V /4A

Number of colors 16.7 million Packing List:
Power consumption : less than 35 watts 24"Touch screen LED LCD display
Overall dimension : 23.4"x 15" x 2.0” RS 232 touch screen cable
Weight: 15.9 Ibs (7.2 kg) Power transformer

Power cable
Signal Input: VGA to CGA adapter board ( optional )
Video input options : VGA, CGA, HDMI VGA video cable

24

Our 27" monitors are designed for the gaming industry to ensure
Universal mounting in gaming machines. Ideal for shop owners
that want their customers to experience the most excitement possible.

Specifications: Touch Screen:
LED LCD Screen Touch screen accuracy : less than 3mm
Screen diagonal dimensions : 27" Touch screen life : at least 100 million inputs

Aspect Ratio: 16 by 9

Active area : 26.5"x 16.5” (698.4mm x 392.85mm)
Pixel size (Hx V) : 0.3637mm x 0.3637mm

Pixels (Hx V) : 1920 by 1080

Optical response time : 10 miliseconds

Contrast ratio: 1100 : 1 typical

Power:
Power supply input : A/C 110-240 at 50-60 HZ
Power supply output:D/C 12V /4A

Number of colors 16.7 million Packing List:
Power consumption : less than 35 watts 27"Touch screen LED LCD display
Overall dimension : 26.7"x 17"x 2.1" RS 232 touch screen cable
Weight : 25.3 Ibs (11.5 kg) Power transformer

Power cable
Signal Input: VGA video cable

Video input options : VGA, HDMI
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Specifications:

LED LCD Screen

Screen diagonal dimensions : 32"

Aspect Ratio: 16 by 9

Active area : 27.5"x 15.5” (698.4mm x 392.85mm)
Pixel size (Hx V) :0.3637mm x 0.3637mm
Pixels (Hx V) : 1920 by 1080

Optical response time : 10 miliseconds
Contrast ratio: 1100 : 1 typical

Number of colors 16.7 million

Power consumption : less than 35 watts
Overall dimension :30"x 17"x 2.1”
Weight : 25.3 lbs (11.5 kg)

Signal Input:
Video input options : VGA, CGA, HDMI

Our 32" monitors are designed for the
gaming industry to ensure universal
mounting in gaming machines. Ideal for
shop owners that want their customers to
experience the most excitement possible.

l/h()

Touch Screen:

Touch screen accuracy : less than 3mm
Touch screen life : at least 100 million inputs

Power:
Power supply input : A/C 110-240 at 50-60 HZ
Power supply output: D/C 12V /4A

Packing List:

32"Touch screen LED LCD display

RS 232 touch screen cable

Power transformer

Power cable

VGA to CGA adapter board ( optional )
VGA video cable
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Specifications:

LED LCD Screen

Screen diagonal dimensions : 43”

Aspect Ratio: 16 by 9

Active area: 37.25"x 21.5"(698.4mm x 392.85mm)
Pixel size (Hx V) :0.3637mm x 0.3637mm
Pixels (Hx V) : 1920 by 1080

Optical response time : 10 miliseconds
Contrast ratio: 1100: 1 typical

Number of colors 16.7 million

Power consumption : less than 35 watts
Overall dimension : 41"x 25.5"x 2.1”
Weight :35.3 Ibs (11.5 kg)

Signal Input:
Video input options : VGA, CGA, HDMI

Our 43" monitors are designed for the gaming industry to ensure
Universal mounting in gaming machines. Ideal for shop owners
that want their customers to experience the most excitement possible.

Touch Screen:
Touch screen accuracy : less than 3mm
Touch screen life : at least 100 million inputs

Power:
Power supply input : A/C 110-240 at 50-60 HZ
Power supply output: D/C 12V /4A

Packing List:

43"Touch screen LED LCD display

RS 232 touch screen cable

Power transformer

Power cable

VGA to CGA adapter board ( optional )
VGA video cable
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Specifications:

27 inch touch screen monitor with LED

Screen diagonal dimension: 27"
Type: Capacitive touch LCD

Display scale: 16:9

Display area: 599.6mm x 338.15mm
Resolution: 1920 by 1080

Contrast ratio: 3000:1

Brightness: 300cd/m2

View angle: 178°/178°

Overall dimension: 26.7"x 17"x 2.1"
Weight: 25.3 Ibs ( 11.5 kg)

Signal Input:
Video input options VGA, HDMI, DVI

©
NELS

Our NEW 27” Aura Halo Monitors are designed for the gaming industry
to ensure universal mounting in gaming machines. Ideal shop owners
that want their customers to experience the most excitement possible

Touch Screen:

Touch screen accuracy: less than 5ms
Touch screen life: at least 100 million inputs
Touch screen: USB only

Power:
Power supply input : A/C 110-240 at 50-60 HZ
Power supply output:D/C 12V /4A

Packing List:

27"Touch screen LED LCD display
RS 232 touch screen cable

Power transformer

Power cable

VGA video cable

Specifications:

32 inch touch screen monitor with LED

Screen diagonal dimension: 32"
Type: Capacitive touch LCD
Display scale: 16:9

Display area: 698.4mm x 392.9mm
Resolution: 1920 by 1080
Contrast ratio: 3000:1

Brightness: 300cd/m2

View angle: 178°/178°

Overall dimension: 30"x17"x2.1"
Weight: 25.3 Ibs ( 11.5 kg)

Signal Input:
Video input options VGA, HDMI, DVI

28

Our NEW 32" Aura Halo Monitors are designed for the gaming industry
to ensure universal mounting in gaming machines. Ideal shop owners
that want their customers to experience the most excitement possible

Touch Screen:

Touch screen accuracy: less than 5ms
Touch screen life: at least 100 million inputs
Touch screen: USB only

Power:
Power supply input : A/C 110-240 at 50-60 HZ
Power supply output:D/C 12V /4A

Packing List:

32"Touch screen LED LCD display
RS 232 touch screen cable

Power transformer

Power cable

VGA video cable



OEMEN T nat:iﬁlplxiikﬁ

vhovt
41,80
aé
o
=
=4
fi66 , 60
a2 = L5 :
60,95
22
31,95

[t

29



OEMENTTE: %mnammﬂn

Specifications:

43 inch touch screen monitor with LED

Screen diagonal dimension: 43"
Type: Capacitive touch LCD

Display scale: 16:9

Display area: 943mm x 531Tmm
Resolution: 1920 by 1080

Contrast ratio: 3000:1

Brightness: 300cd/m2

View angle: 178°/178°

Overall dimension: 41”x 25.5"x 2.1"
Weight: 35.3 Ibs ( 11.5 kg)

Signal Input:
Video input options VGA, HDMI, DVI

©
NELS

Our NEW 43” Aura Halo Monitors are designed for the gaming industry
to ensure universal mounting in gaming machines. Ideal shop owners
that want their customers to experience the most excitement possible

Touch Screen:

Touch screen accuracy: less than 5ms
Touch screen life: at least 100 million inputs
Touch screen: USB only

Power:
Power supply input : A/C 110-240 at 50-60 HZ
Power supply output:D/C 12V /4A

Packing List:

43"Touch screen LED LCD display
RS 232 touch screen cable

Power transformer

Power cable

VGA video cable

22

622,30

ai=if

103180




OEMEFEa

Our main focus at Sunkist Graphics is to offer a
wide variety of products and services to satisfy
all of your printing / sign needs.

From Custom one of a kind pieces to mass
quantity orders we can do it all! We work to
provide state of the art design, digital printing,
video content, as well as architectural laminate
products.

PRODUCTS:

Custom Slot Machine Glass
OEM Slot Machine Glass
Inserts, Lexans, Disclaimers
Signage

Specialty Lighting
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035-220-00086-300
Futurelogic, GEN2 RS232 USB

GENERAL

Dimensions: (WxDxH)110mm x 304.8mm x 64.3mm

Weight 2.7 Ibs.Power requirements24Vdc @ 2.7A

Sensors : Paper low, paper out, printer drawer open, ticket taken, ticket jam,
black mark (includes a host controllable buzzer)

Printing speed: 83mm/second (3.3”/second)

Print and present: 2.2 seconds

Printing width: 62mm (true near-edge printing)

Storage: 300 ticketsTicket tray extendersinterchangeable, 600, 900 ticket tray

Resolution: 8 dots/mm (203 dpi)

Firmware: Application in memory is reprogrammable (via Flash BIOS)

Self test: Yes

Page mode: Full page mode printing (simultaneous 4 orientation printing: 0°, 90°, 180°, 270°),

line and box draw printer resident, bitmap graphics, printer resident (stored in Flash) graphics

Paper loading: Manual

Paper feed: Automatic

Media: Direct thermal, top coated, fanfolded and perforated

Paper specs: 66mm W x 156mm L 4.5 mil, 1 color/2 colors

Bezel control: Two high current ticket printing bezel control ports

User interface: 4 LED indicators, paper advance button

Upgrade port: Allows for printer upgrades via USB download port or R5232C main port

Hot swappable: 100%

035-220-00086-500
FL Gen5 RS232 (PSA-66-ST5RU_RS232_UNIV, GEN5)

GENERAL

Dimensions: (WxDxH)110mm x 304.8mm x 64.3mm

Weight 2.7 Ibs.Power requirements24Vdc @ 2.7A

Sensors : Paper low, paper out, printer drawer open, ticket taken, ticket jam,
black mark (includes a host controllable buzzer)

Printing speed: 83mm/second (3.3”/second)

Print and present: 2.2 seconds

Printing width: 62mm (true near-edge printing)

Storage: 300 ticketsTicket tray extendersinterchangeable, 600, 900 ticket tray

Resolution: 8 dots/mm (203 dpi) "

Firmware: Application in memory is reprogrammable (via Flash BIOS)

Self test: Yes

Page mode: Full page mode printing (simultaneous 4 orientation printing: 0°, 90°, 180°, 270°),

line and box draw printer resident, bitmap graphics, printer resident (stored in Flash) graphics

Paper loading: Manual

Paper feed: Automatic

Media: Direct thermal, top coated, fanfolded and perforated

Paper specs: 66mm W x 156mm L 4.5 mil, 1 color/2 colors

Bezel control: Two high current ticket printing bezel control ports

User interface: 4 LED indicators, paper advance button

Upgrade port: Allows for printer upgrades via USB download port or RS232C main port
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030-MOD950-RS232-R

MOD 950, REFURBISHED PRINTER, RS232

GENERAL
Resolution
Print Width
Print Speed

Dimensions

Weight

Interface Single Board:
Power Supply
Operating Temperature

Storage & Shipping Temperature

Print Head Life
Reliability

Memory Capacity

203 DPI
244in/62mm

5 inches per second
125 mm per second

4.46W x 11.25D x 2.66H (inches)
113.3W x 285.75D x 67.6H (mm)

3.81lbs/ 1.7 kg

USB or Serial

24VDC: 2.2 Amps Maximum
41to 140 F at 10 to 90% RH
5to 60 Cat 10 to 90% RH
14to 122 F at 5 to 90% RH
-10to 50 Cat 5 to 90% RH
43.45 miles / 70km

Less than .03% failures

(3 per 10,000)

8MB RAM and 4MB Flash for
printer operations

EP 802-TMP THERMAL PRINTER

GENERAL
Barcodes
Buffer
Command Set
Dimensions
Dot Pitch
Dots Per Line
Drivers
Environment

Interface

Paper

Paper Thickness:
Paper Width:
Paper Feed Direction
Paper Loading
Printing Method
Printing Speed
Power Supply
Current
Reliability
Thermal Head
Sensors

Paper End

Paper Press

Rear paper feed

Full Support

1MB

ESC/POS SDK (available)

(WxHxD)125 (W) x 87 (H) x 165 (D) mm
8 dots/mm

640 dots/line

Windows XP, 7, 8, 10 & Linux

Operating Temperature: -10°C to +60°C
Storage Temperature: -20°C to +70°C
RS-232/USB

Paper Roll Diameter: 80mm or 150mm
55 to 80gsm

60/80/82.5mm

180° Horizontal

Easy Loading

Thermal

<250 mm/s

Motor -24V

1.5A cont., 61mA idle, 3.2A peak DC 24V / 2.5A
Cutter - over 1,000,000 cuts

over 100 km

Head Temperature - Thermistor

Photo Interrupter

Shaft - SwitchWeightApprox. 1.25 kg
Paper looping areaArm Position 2Arm Position 1



036-TG558
Custom America Thermal Gaming Printer, RS232 12V Tear Off

Printing Method
Number of dots
Columns
Resolution
Printing (mm/sec)
Character set
Printing Format
Printing Direction
Paper width
Paper weight
Paper thickness
Roll Dimension
Sensor

Interfaces

Data Buffer
Flash Memory
Graphic Memory
Drivers

Software Tools
Power supply

Typical consumption

Head Life

Operating temperature

Dimensions
Weight

Thermal with fixed head

8 dots/mm

24-40-42

203 DPI / enhanced printing quality

16.25 lines/sec

ASCI Il standard; International

Height and width from 1 to 2, bold, reverse, underlined
Normal, 180°

58 mmor 35 mm

from 55 to 65 g/m’

from 60 to 80 um

max 80mm

Head temperature, paper jamming, paper presence,
notch presence, optional: paper

near end with the optional paper roll holder

RS232 +TTL

750B

60B

2 logos of 448x584 dots

XP /Vista / 7(+64 bit support) / Windows 8 / 8.1 (32/64 bit)/
Window 10 (32/64 bit) / Linux 32/64 bit / Android / iOS / Windows Phone 8
FontMake, LogoMake, UpgCePrn, Status Monitor
12Vdc+10%

2A (12.5% dots turned on)

50Km / 100 Ml pulses

0°C +45°C

92.5mm (I), 100.0mm (w), 77.5mm (h)

0.49 Kg

TEP

008-TGP58

Top TGP58 Series Thermal Printer

Print Mode
Number of dots
Font size

Setting Interface
Printing (mm/sec)
Weight

Power Source

Power Consumption

Operation Temperature

Paper

34

Thermal Type

8 dots/mm

3 kinds (8x13, 16x24, 24x36)
Pulse / Hopper

40 mm / sec

0.69 kg

TGP58

12V DC

Standby Consumption: 0.16A, 2W

Operation Consumption: 2.50A, 30W

Max. Consumption: 3.75A, 45W

Operation Tempertaure: 0°C - 50°C

Storage Tempertaure: -20°C - 50°C

Humidity: 30%-85% RH (no condensation)
TGP58-L

Weight: Approx. 0.97 kg

Width: 56 +/- 0.5mm

Diameter: 65 +/- 0.5mm




031-Ticket-Paper-Generic

Slot Machine Thermal Tickets, Generic No Disclaimer
200 Tickets Pr Pk ( 60 Packs Per Case)

63 Cases Per Pallet

031-Ticket-Patriot-Gen-Dis-200

Slot Machine Thermal Tickets, Generic, With Disclaimer
200 Tickets Pr Pk ( 60 Packs Per Case)

63 Cases Per Pallet

031-Ticket-Paper-Generic

Slot Machine Thermal Tickets, Generic No Disclaimer
400 Tickets Pr Pk ( 30 Packs Per Case)

84 Cases Per Pallet

031-Ticket-Patriot-Gen-Dis-400

Slot Machine Thermal Tickets, Generic, With Disclaimer
400 Tickets Pr Pk ( 30 Packs Per Case)

84 Cases Per Pallet

Disclaimer reads as follows:

Valid in any EZ Pay slot machine for

a period of 60 days. Any gaming

vouchers redeemed after 60 days must

be redeemed at a slot booth or coin
redemtion area. This gaming voucher is

a bearer instrument. This establishment

is not responsible for lost or stolen tickets.
The player is responsible for checking this
gaming voucher for accuracy, including
the date and amount shown, and must
immediately notify a slot attendant of
any error. Vouchers are void if altered,
counterfeit, produced in error, and/or
failed a validation test. This establishment
shall not be responsible for issuance,
validation or payment of lost, stolen,
counterfeit or multiple EZ pay gaming
vouchers. This establishment shall be
discharged from any and all liability

upon payment of any claimarising from
the redemtion of the first gaming voucher
presented with a valid bar code.

031-NRT-PAPER
NRT REDEMPTION ATM PAPER 3-1/8" X 900" X 1"ID CORE

20# premium high resolution grade thermal paper, 1" ID core

Sold by Case 1 case=8 rolls
63 CS per Pallet, U/M=CASE

031-712318440
M3T Printer Paper, Roll, 3 1/8"x440'x1"

80 Gram Heavyweight 3.2 mil Grade, Packed 8 Rolls Per Case,

63 CS per Pallet, U/M=CASE




power supply

071-PP-115W

110W POWER SUPPLY

- Will accept wide #8 terminal

-+5v 15A, 12v 2A, -5v 1A, 110 watts

- Dual ACinput 115vac/230vac, selectable by jumper
- Overload protection

ol e ""I"” 071-PP-120W
. “ I "“" 120W POWER SUPPLY
| ] ;-llI'IlIII" - Will accept wide #8 terminal
' [ - 45V 15A, +12v 4A, -5v 1A
' ‘ - Dual ACinput 115vac/230vac, selectable by switch
I - I - Hi-pot tested
' I'.I,l" - Built-in EMI filter

l II" - On/Off LED indicator
I I Il - Overload protection

"“"_" - UL, CUL and CE recognized
JHEEE

B e

071-PP-130W

130W POWER SUPPLY

- Will accept wide #8 terminal

-+12v 10A

- Dual AC input 115vac/230vac, selectable by jumper
- Hi-pot tested

- Built-in EMI filter

- On/Off LED indicator

- Overload protection

- UL, CUL

- ICE Deal or No Deal

- ICE Sketch Book
- Galaga Combo Game / MS Pacman



power supply

071-200W-RES
200W POWER SUPPLY

- 200W power pro supply used on Raw Thrills Games
-5v20A,12v 8A,-5v 5A,-12v 5A

- Connectors:

(1) 4 pin

(1) 3 pin

(1) 12 pin

071-400W-RES
Switching Power Supply, Model LT-400W, with resistor

1.INPUT

1.1 AC Input: 100V (90V ~ 135V) ; 240V (180V ~ 265V)
Voltage selector by slide switches

1.2 AC Input Current:100Vrms / 9A ; 240Vrms / 4.5A

1.3 Brown Out Voltage :95VAC max. @ 60Hz.

1.4 Inrush Current:35A max./ 100V, 50A max. / 240V

(at 25°C ambient cold start)

1.5 Fuse rating:6.3A, 250V

2.DCOUTPUT:

4660006 1 V2 V3 v4

Output Voltage  +5V +12V -12v -5V

Max. Current 30A 16A 0.5A 0.5A

Peak Watts 400W Peak

Min. Current 0A 0.5A 0A 0A
Load Regulation 5% 5% 10% 10%
Line Regulation 1% 1% 2% 2%

Ripple & Noise ~ 50mv  100mv 120mv 50mv

Note: A low pass filter shall be added to outputs during
measurement. (EXP.:0.47uF Tan-cap. & 0.1uF Ceramic-cap.

071-650W
ATX12V POWER SUPPLY 650W. 8/CTN.

Hold up time: 16ms@115Vac/60Hz or 230Vac/50Hz
Dimensions: 150* 140*85mm

Output Rise Time: 0.2-20ms

PG Signal Rise Time: 10ms max.

Features:

- Wide voltage input, suitable for AC voltage in different regions
- Active PFC has higher power efficiency

- The product haSs overvoltage protection, overcurrent protection
-The 12cm large fan has better heat dissipation and lower noise
Input spec:

- Input voltage: 100-250 Vac

- Input frequency: 50-60Hz

- ACInput current: 10A@115V, 6A@230V

Output spec

- Rated power: 650W

- Efficiency: 82% above@110Vac, 85% above@230V

- OPP: 700W-780W
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maxx

SEAT

MAXIMUM COMFORT THAT FITS YOUR BUDGET

Perfect for use in casinos large and small

- Best in class service
- Fast lead time

- Top quality products

- Hand crafted in the USA

- Custom options available

VICTOR

OEMET 77N seating

Standard Features:

« High Back Seat for Added Comfort

+ High Quality and Resilient Molded
Ergonomic Seat Foam

- Flex Back Brackets for Motion Back
- Welded Round Tube Steel Base
+ Heavy Duty Return Swivel

Seat Heights Available:
22", 24" 27", 30"

Options Include:
« Logo Back
+ Back Handle

Contact your Patriot Sales Representative for more details



OEMETZTEEE seating

PRESTIGE CRUSADE

Standard Features: Standard Features:

- High Back Seat for Added Comfort « High Density Molded Foam

« High Quality and Resilient Molded
Ergonomic Seat Foam

« Ergonomically Designed Lumbar Support

« Adjustable 5-Prong Base with Casters

« Chrome Foot Ring for a Durable Foundation
« Adjustable Back Angle Support

+ Loop Arms for Support
« Adjustable Seat Height

- Flex Back Brackets for Motion Back
« Welded Round Tube Steel Base
+ Heavy Duty Return Swivel

Seat Heights Available:
«22",24", 27", 30"

Options Include:
« Logo Back
- Back Handle

KING

Claim your new throne for your very own.
Once you take a seat you will

feel like royalty.

Welcome to “The KING”

Sports book lounge chair with cup holder

and comfortable and durable foam
seat/back, various finish options available

Max

SEATING

Contact your Patriot Sales Representative for more details
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OPTIONS
POWDER COAT

Antique Antique Antique Antique SCl Black SCl Gun SCI Black
Gold Copper Bronze Silver Matte Metal Texture

Sepia White Light Black Gold SCl Bronze SCI Silver
Hybrid Silver Brown Chrome

VINYL & WOVEN FABRICS: All vinyl and woven color-ways of CF Stinson serve as standard fabric for all
Maxx Seating Chairs. Available patterns and hues can be found at www.cfstinson.com under Vinyl and Non PVC.

Model # Description
BRAND LOGO STOOL PRODUCTS B-7-45  Barstool - Logo Seat, Frame w/Swivel

B-7-45 Barstool - Logo Seat, Frame w/o Swivel
M AXX STO O L S " B-7-45B Barstool w/ Back - Logo Seat, Logo Back, Frame w/Swivel

B-7-45B Barstool w/ Back - Logo Seat, Logo Back, Frame w/o Swivel

x DR-9-45 Barstool - Logo Seat, Frame w/Swivel
iR A DR-9-45 Barstool - Logo Seat, Frame w/o Swivel
" DR-9-45B Barstool w/ Back - Logo Seat, Logo Back, Frame w/Swivel
DR-9-45B Barstool w/ Back - Logo Seat, Logo Back, Frame w/o Swivel
: C. ]

>

o

B-7-50  Barstool - Logo Seat, Frame w/Swivel
B-7-50  Barstool - Logo Seat, Frame w/o Swivel

N

DR-9-50 Barstool - Logo Seat, Frame w/Swivel
DR-9-50 Barstool - Logo Seat, Frame w/o Swivel

Gaming Side Table

Metal Cabinet

Dimensions: Dimensions:
15"W x 24"D x 28.5"H 27" Overall Height
Weight: 50 Ibs 12" x 17" Table Base

13" x 18" Aluminum Table Top

Specifications: Weight: 22 lbs

18 Ga. Steel
Dual shelving storage Specifications:

Scratch resistant powder coat Casters for easy movement

Large cupholders to fit any beverage Scratch resistant powder coat
Grommet for charging stations and outlets Large cupholders to fit any beverage




LED

061-55-53-24-18-45-W-B

LED Strip 5630, 24V, 18", 45 Led's, White, Comes with a Type

"B" end cap m
ﬁ b - e crreed

046-01-C-712M+D+B+C
7 digit coin meter, back of panel mounting, with diode and bracket

046-01-C-712M+D+B+C+E
7 digit coin meter - WIRES REVERSED; back of panel mounting

085-41-SPEAKER-4
Speaker, 4" 5W 8 Ohm

085-41-SPEAKER-5
HiFi Low-Mid Range Driver 13cm (5”)
Unshielded speaker, 8 OHM, 8 W

POWER

Offers significant energy savings, battery backup
and surge protection. All day every day.

I] nwa r by:

CyberPower

The CyberPower series supplies uninterrupted power
supply( UPS ) safeguards PC’s and other electronics
from blackouts, brownouts, spikes and other
abnormalities.

Its automatic Voltage Regulation
buck technology delivers a constant
and clean AC power, protecting
connected equipment and prevents
costly business interruptions.

Part A) # 071-CP685AVRG
Part B) # 071-CP1350AVRLCD

]



OEMEIZEElocks &
connectors

HIGH SECURITY 14 DISCTUMBLER
TRIPLE BITTED CAM LOCK

«Triple Bitted with sturdy key

+ 14 Disc Tumbler Cylinder

« Available barrel length: 5/8”,7/8” and 1 1/8”
« Various specs cams available

« New key codes available

FLAT KEY WAFER CAM LOCK 7/8" & 1 1/8"

« 5-wafer mechanism
« Version with Stainless steel facing
dust shutter available upon request
«Various specs cams available, cam fastened by a screw
+ 631,641, 644 and more

Keyless Thumb Turn Cam Locks
THUMB TURN 5/8" LOCKW/1-1/4" CAM

Part# 048-5/8" Shipping Lock

Contact your sales representative for additional

information and custom pricing

42

Connectors

070-39-2X10P
2X10 pins printed connector

070-39-2X36P
2X36 pins printed connector

070-39-8041-3
2.54 pitch terminals/5000pcs a roll

COMPONENT SIDE A




ATRIOT

GAMING & ELECTRONICS

s

NORTH AMERICA CONTACTS

PATRIOT WEST COAST

3350 W.Ali Baba Ln., Suite K
LasVegas, NV 89118

0 (702) 597.1676
F (702) 597.1675

PATRIOT MIDWEST

Corporate Headquarters

Toll Free
(866) 367.5666

217 N. Lindberg St.
Griffith, IN 46319

0 (219) 922.6400
F (219) 922.6466

PATRIOT EAST COAST
2014 Rt. 542
New Gretna, NJ 08224

0 (609) 294.4560
F (609) 294.4563

PATTY STIPP

Sales Representative / Facility Manager LV

NV /AZ

E pattystipp@patriotgaming.com
C (702) 201.2149
F (702) 597.1675

RICHARD EWBANK

Inside / Outside Sales

Southern IN / Southern IL

E rewbank@patriotgaming.com
C (630) 608.9230
F (219) 922.6466

AL GIORLA (NJ)

Inside Sales
E agiorla@patriotgaming.com

JIM LAURIE (LV)

Inside Sales

E jlaurie@patriotgaming.com

NICK JANOS (IN)

Inside Sales

E njanos@patriotgaming.com

RICHARD EWBANK (IN)

Inside / Outside Sales
E rewbank@patriotgaming.com

MARK KOMOROWSKI

President

IN/IL/TN/AB/ MB/NL/NU/PE/SK/YT

E mkomorowski@patriotgaming.com

C (219) 313.5501
0 (219) 922.6400
F (219) 922.6466

JENNIE O'FALLON

Territory Manager

CA NV

E jennie@patriotgaming.com
C (702) 283.8410

0 (702) 597.1676
F (702) 597.1675

STEVE BUTLER
Territory Manager

AL/ GA/NC/SC/TN/KY

E steve butler@patriotgaming.com
C (615) 336.2035
F (219) 922.6466

CHRIS YOUNCE

Sales Representative

Ml / OH / ON / PA (Partial) / WI

E cyounce@patriotgaming.com
C (313)806.1115
F (586) 247.2880

KATIE KOMOROWSKI

Merchandising Marketing Manager / Sales
ND / SD / WI / Northern IL
E katie@patriotgaming.com

C (219) 746.5461
F (219) 922.6466

JASONERCOLI (IN)

Director of Purchasing

E jercoli@patriotgaming.com

MARTY BUDILOVSKY(IN)

OEM Purchasing Manager
E marty@patriotgaming.com

TONY BAUER (IN)

Woarehouse & Tech Services Manager

E tbauer@patriotgaming.com

LISA SLAVO (IN)

Digital Engagement Manager
E Islavo@patriotgaming.com

www.patriotgaming.com

MARK NOCCO

Vice President

CT/DE/MA/NH/NJ/NY/RI/VT
South America / PA (Partial) / East WV

E mnocco@patriotgaming.com
C (609)517.1581

0 (609) 294.4560
F (609) 294.4563

JENNIFER GONZALEZ

Sales Representative - se habla espanol

FL / PR / Central America / Caribbean
Peru /AL

E jgonzalez@patriotgaming.com
C (305) 962.4618
F (219) 922.6466

DANIEL JOHNSON

Engineering Sales Consultant

AR/IA/MN/BC/LA/MS/MO/OR/WA

E djohnson@patriotgaming.com

C (630) 640.1396
F (219) 922.6466

CLARE BRUBAKER

Territory Manager

CO/ID/KS/MT/NE/NM/OK/TX
UT /WY

E clare@patriotgaming.com
C (219) 381.0389
0 (219) 922.6400

F (219) 922.6466
DANNY TRIVITS

Territory Manager
MD / ME/ NB / NS / PA (Partial) / QC / VA / WV

E dtrivits@patriotgaming.com
C (302) 381.7356

0 (609) 294.4560
F (609) 294.4563

KIM KOMOROWSKI (IN)

Human Resources / Admin Assistant

E kkomorowski@patriotgaming.com
MARCIA BIERMAN (IN)
Accounting / AR/AP

E mbierman@patriotgaming.com

ANDREA URBANIAK (IN)

AR/AP Assistant
E andrea@patriotgaming.com

PAUL LEGG (LV)

Service Manager

E plegg@patriotgaming.com



S dATRIOT

GAMING & ELECTRONICS

PATRIOT WEST COAST

3350 W. Ali Baba Ln., Suite K
Las Vegas, NV 89118

0 (702)597.1676
F (702) 597.1675

PATRIOT MIDWEST

corporate headquarters
217 N. Lindberg St.
Griffith, IN 46319

0 (219)922.6400
F (219)922.6466

PATRIOT EAST COAST

2014 Rt. 542
New Gretna, NJ 08224

0 (609) 294.4560
F (609) 294.456

Contact your sales representative
for additional information and pricing

toll free (866) 367.5666




